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Mikropoulos & Co. E.E., with head office in Thessaloniki - Greece, is specialized in the design, construc-
tion and installation of machinery and plants for the Dry nuts industry, particularly Roasting plants
for any type of Dry nuts such as pistachio, almonds, peanuts, sunflower seeds, pumpkin seeds,
hazelnuts, cashew, walnuts, etc.

Mikropoulos & Co. E.E. was founded in 1987, by Charalampos Mikropoulos, still today owner and
unstoppable guide of the company. The foundation stone to build, what is now Mikropoulos & Co. E.E.
was just an idea. Having already experience in the field, the idea was and is still today to offer not only
machinery, but complete solutions to its Customers, not to be only a supplier, but a partner at 360
degrees, looking at the same problems of the sector, but to think something different, even better.
Since 1993, Mikropoulos & Co. E.E. has moved to the new headquarter in 16th km Thessalonikis — Serron
at Thessaloniki. The new operating headquarter and the new factory of 1.000 square meters, respond to
the by now imperative need for expansion in order to satisfy the growing demands of its Customers as
well as the needs for improvement and rationalization of its services.From the beginnings of 2008, com-
pany MIKROPOULOS CHARALMPOS, changes its legal form and become MIKROPOULOS CHARALAMPOS
and SON Co. From 2010, Mikropoulos Charalampos & Son Co. started to build its new production
factory of 2.000 square meters, improving in that way its continuous development.

Komnanua Mikropoulos & Co. E.E. (ronosHow oduc B CanoHukax, [peuus) cneumanmsnpyetca Ha
pa3paboTKe, KOHCTPYMPOBAHUY 1 MHCTaNNALMM 060pyAOBaHMA N YCTAaHOBOK AN1 OPEXOBOW OTpac/u,
B YaCTHOCTM 0OGXMroBble YCTaHOBKM N060Oro copta opexos (pucTalikm, MMHAANb, apaxmnc, ceMeHa
NOACONIHEYHMKA, CEMEHa TbiKBbl, PyHAYK, KELblo, FpeuKu opex n ap.).

Komnanua Mikropoulos & Co. E.E. 6bina co3pgaHa B 1987 rogy Xapanambocom MuKponynocom
(Charalampos  Mikropoulos), KoTopbli MO CerogHAWHUN AeHb ABMAEeTCA COOCTBEHHWMKOM W
HenpPeKIOHHbIM PYKOBOAMTENEM KOMMNaHUN. Hauanock BCe C naen co3fatb Npeanpuatie, Koum cemdac
asnaetca komnaHuaMikropoulos & Co. EE. C yxe wumelwMmca OnbiTOM B 3TOM OTpacau uaes
3aKJ/ltoYanach M 3ak10YyaeTca 4O C1MX MOp B TOM, YTOObI Npeanaratb KNMeHTam He TONbKo obopyaoBaHue,
a MOJNHble PelleHMs, BbICTYNaTb He TOMbKO MOCTABLWMKOM, @ BCECTOPOHHMM MAPTHEPOM, HE TOJbKO
BMAETb NpobnemMbl, CyLecTByioLWMe B 3TOW OTPaC/M, HO U AymMaTb MO-APYromy, AyMaTb nydlle.

B 1993 roay komnaHua Mikropoulos & Co. E.E. nepeexana B HOBbI rofioBHOM oduc B CanoHuKkax (161
knunometp CanoHukm — CeppoH). HoBbln oduc 1 tex nnowaasto 1.000 KB.M. MO3BONAIOT YAOBNETBOPUTb
yXXe cenuyac KpanHiolo HeobXxoaMMOCTb paclinpeHna GmusHeca C LEeNbl YAOBNETBOPEHUAPACTYLNX
noTpebHOCTEN KIMEHTOB, a TakXe HeobXOAMMOCTb YnydlleHuA KadyecTBa M COBepLIeHCTBOBAHMA
oKa3blBaeMblx ycnyr. B Hauane 2008 roga komnanua MIKROPOULOS CHARALMPQOS u3meHuna dopmy
cobCcTBEHHOCTN 1 cTana Hasbieatbca MIKROPOULOS CHARALAMPOS and SON Co. C 2010 ropga
komnaHunsa Mikropoulos & Co. E.E. Hayana cTpouTenbCTBO CBOEro HOBOMO MPOW3BOACTBEHHONO Liexa
nnowaabto 2.000 KB.M., TakiM 06Pa3oM, MPOAOCIIKAsA COBEPLIEHCTBOBATLCA.
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TA3-800

HOT AIR ROASTERS TUNNEL TYPE
ASPOTEPMWNYECKUE MNMEYU TYHHEJIBHOTO TUTA

Thermal Power, Consumption of Fuels, Electrical Consumption
TennoBas MOLHOCTb, pacxop TOMMBa, NoTpebneHre 31eKTPosHeprmn

Type of Fuel Thermal Power Consumption

Natural Gas 70 - 170 KW 7 =17 Nm3/h
LPG 70 - 160 KW 5-14Kg/h
Diesel 90 - 170 KW 8 -1351t/h

Electrical Consumption 13.5Kw/h
MoTpebneHne sneKTposHeprum

Hot Air Roaster Type TA3-800 Capacities per product

Dry Nuts Kind Kg/h
Hazelnut 1000
Pistachio 800

Almond 700
Peanuts 700

Sunflower Seeds 650
Pumpkin Seeds 550
Peanut in Shell 400




TECHNICAL SPECS
TexHU4Yeckne gaHHble

Total Width
Electric Power [nuHa
MouHocTb

Production
lNponsBoanTENbHOCTD

Type

Tun

TA3 - 800 650- 900Kg/h 16,8 Kw 4,3m
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Length
LWnpwnHa

9,2m
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Height
BbicoTa

4.2m

Weight
Bec

5400 Kg




TA3-500

HOT AIR ROASTERS TUNNEL TYPE
ASPOTEPMUNYECKUE MEYN TYHHEJIBHOTO TUTIA

Thermal Power, Consumption of Fuels, Electrical Consumption
TennoBas MOLWHOCTb, pacxof TOnvBa, NOTPebeHe SNeKTPOIHEPTU

Type of Fuel Thermal Power Consumption

Natural Gas 55 - 130 KW 5-135Nm3/h
LPG 55 - 120 KW 4 -1l Kg/h
Diesel 70 - 130 KW 6 -10,5 lt/h

Electrical Consumption 79Kw/h
MoTpebneHne aneKTposHeprum
Hot Air Roaster Type TA3-500 Capacities per product

Hazelnut 700
Pistachio 500
Almond 400
Peanuts 400
Sunflower Seeds 350
Pumpkin Seeds 300
Peanut in Shell 150
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TECHNICAL SPECS
TexHuyeckne gaHHble

Type Production Total Width

Tun MpownssogutenbHoctb Electric Power [nuHa
MouwHocTb

TA3 - 500 250~ 700Kg/h Il Kw 4,3m

|07

Length
LnpunHa

6,7m

Height
BbicoTta

4.2m

Weight
Bec

4800 Kg




TA3-300

HOT AIR ROASTERS TUNNEL TYPE
ASPOTEPMWNYECKUE MEYUN TYHHEJIbHOTO TUTA

Thermal Power, Consumption of Fuels, Electrical Consumption
TennoBasA MOLHOCTb, Pacxof TOMIMBa, NOTpebneHne 3NeKTPo3Heprum

Type of Fuel Thermal Power Consumption

Natural Gas 45 - 105 KW 4 -10,8 Nm3/h
LPG 45 - 96 KW 3,2 - 8,8 Kg/h
Diesel 55-105 KW 4,8 - 8,4 lt/h

Electrical Consumption 69 Kw/h
MoTpebneHne an1eKTPO3HePrn
Hot Air Roaster Type TA3-300 Capacities per product

Hazelnut 500
Pistachio 300
Almond 200
Peanuts 200
Sunflower Seeds 150
Pumpkin Seeds 150

100

Peanut in Shell




TECHNICAL SPECS
TexHU4Yeckne gaHHble

Type Production Total Length Height

Tun MpoussoagutensHoctb  Electric Power WnpwnHa BbicoTa
MouwHocTb

TA3 - 300 100- 500Kg/h 10 Kw 3,9m 56m 4,2m 4200 Kg
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TA2-200

HOT AIR ROASTERS TUNNEL TYPE
ASPOTEPMWNYECKUE MEYUN TYHHEJIbHOTO TUTA

Thermal Power, Consumption of Fuels, Electrical Consumption
TennoBaa MOLWHOCTb, pacxof TONANBA, NoTpebeHre 3N1eKTPOSHEPrm

Type of Fuel Thermal Power Consumption
Natural Gas 35 - 80 KW 3-8, Nm3/h
LPG 35 - 72 KW 2,4 - 6,6 Kg/h
Diesel 45 - 80 KW 3,6-6,3t/h

Electrical Consumption 59Kw/h
MoTpebneHne sneKTPO3HepPrmn

Hot Air Roaster Type TA2-200 Capacities per product.

Dry Nuts Kind Kg/h
Hazelnut 400
Pistachio 200
Almond 150
Peanuts 150

Sunflower Seeds 80

Pumpkin Seeds 60

Peanut in Shell 50
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TECHNICAL SPECS
TexHnyeckne gaHHble

Type Production Total Width

L MpownsBogutenbHoctb  Electric Power  OnuHa
MouwHocTb

TA2 - 200 80- 300Kg/h 8.5 Kw 3,9m

Length
LWupurHa

56m

Height
BbicoTa

Weight
Bec




THS3

ELECTRICAL ROASTERS TUNNEL TYPE
SJIEKTPUYECKUE MNEYN TYHHEJIBHOTO TUMA

Electrical Roasters Tunnel Type, Capacities per product

TYPE TH3-100 TH3-150 TH3-180 TH3-300

Dry Nuts Kind Kg/h Kg/h Kg/h Kg/h
Hazelnut 130 150 180 300
Pistachio 80 100 130 200
Almond 60 90 120 190
Peanut 60 90 120 190
Sunflower Seeds 50 80 1[0) 180
Pumpkin Seeds 50 70 100 170
Peanut in Shell 30 50 80 150

Electrical Consumption
MoTpebneHne anekTposHeprumn

TH3 - 100 12 Kw/h, in 3 phase 400Volt 50Hz.
TH3 - 150 I7 Kw/h, in 3 phase 400Volt 50Hz.
TH3 - 180 22 Kw/h, in 3 phase 400Volt 50Hz.

TH3 - 300 28 Kw/h, in 3 phase 400Volt 50Hz.




TECHNICAL SPECS
TexHnyeckmne gaHHble

Type Production Total Width Length Height
Tun lMpounsBoauTeNbHOCTD Electric Power  [1nuHa LLnpwnHa BbicoTa
MouwHocTb
TH3 -100 30 - 100Kg/h 29 Kw 3,5m 4.9m 3,5m
TH3 - 150 50 - 150 Kg/h 38 Kw 3,5m 54m 3,5m
TH3 - 180 80 - 180 Kg/h 48 Kw 3,5m 59m 3,5m

TH3 - 300 150 - 300 Kg/h 60 Kw 3,5m 59m 42 m




SH-|

ELECTRICAL ROTARY ROASTER
SJIEKTPUYECKAUE BPALLIOLWMECA TTEYI

|

TECHNICAL SPECS
TexHnyeckmne gaHHble

Production Total Width Length Height Weight
OnunHa lnpuvHa  BobicoTa Bec

Type
Tvn MNpoussogutenbHoctb  Electric Power
MowHocTb

SH - | 25- 60Kg/h I Kw 120 cm [36cm 165 cm 300 Kg

Electrical Consumption 5.9Kw/h, in 3 phase 400Volt 50Hz.
MoTpebneHne sneKkTposHeprum
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MF-|

DRY NUT MINI ROASTER
MWUHW-TEYb OJ14 OPEXOB

TECHNICAL SPECS
TexHnyeckne gaHHble

Type Production Total Width Length Height Weight
BbicoTta Bec

Tun MNpownsBogutenbHoctb  Electric Power  OnuHa LnpurHa
MowHocTb

MR - | 5- 15Kg/h 4,5 Kw 60 cm 75 cm 72 cm 60 Kg

Electrical Consumption 2.5Kkw/h, in 1 phase 220Volt 50Hz.
MoTpebneHne sneKkTposHeprum
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MIXING EQUIPMENT
O6opynoBaHMe aNnAa CMeLnBaHuA

TECHNICAL SPECS
TexHUYeckne gaHHble

Production Total Height Weight
MpounsBogutenbHoctb  Electric Power BbicoTa Bec
MoluHocTb
XS - | 50Kg/h 0,55 Kw 80 cm [25cm 136 cm 100 Kg
XS-2 100Kg/h 0,75 Kw 120 cm 150cm 160 cm 170 Kg
XSP -2 100Kg/h 0,75 Kw 120 cm [150cm I55 cm 170 Kg
XS -300 300Kg/h [, Kw 120 cm lcm 185 cm 600 Kg

XS - 500 500Kg/h [,8 Kw 120 cm 300cm 200 cm 800 Kg




ELEVATORS
JIndTbl

Bucket Elevator

Z Type Bucket Elevator

Belt Bucket Elevator

Incline - Elevating Conveyor Belts

Applications: Dry Nuts [ Cereals [ Grains [ Grain etc.
KoBLIOBbIN 3neBaTop

Z Tvin KOBLLOBbIN 3/1€BATOP

[oAc KOBLIOBbIV 31€BaTOP

Pa3gBuHbTe - [logbemMHble KOHBENEePHbIE NEHTbI

MpumeneHne: Cyxon Opexu | Kpynbl [ 3epHo [ 3epHOBble 1 T.4.
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TA3-800  TA3-500 TA3-300 TA2-200

Our Tunnel Type Roasters, with our own unique design, provides only
benefits and advantages.

Advantages:

Minimum external dimensions of the Roaster (minimum demand of factory's space)
Minimum internal dimensions of roasting chamber's, (minimum demands of energy).
Tightly closed, entry and exit of the nuts to the Roaster. (Adjustable feeding equipment
inside the Roaster in order to deter the loss of hot air from the Roaster and as a result to
gain energy and to achieve less consumption.)

Analog, Modular RIELLO burner, for precise temperature, and less possible consumption
of fuels.

Minimum consumption of fuels according to the world market.

Minimum demand for service, Minimum working parts, Direct drive BONFIGLIOLI motors.
(I burner, | heat exchanger, direct drive without usage of unnecessary belts and bearings).
3 levels of roasting belts, 2 mixxing points during roasting, according of changing levels.
SIEMENS PLC unit and 10" Touch Screen.(Upon Demand).

Automatic mode with recipes.

Roaster connection On-Line through Internet for 24h checking control and service.
Materials of construction are Stainless Steel AlSI 304L AISI 3l6L & AlSI 310S only.

Final product reach room's temperature after the exit of the Roasting line, ready for direct
packaging.

A right Roaster does not seem from the purchase cost. A right Roaster seems from the
operation cost.

C)J,e}'IaHHble B cooTBeTCTBMM C HaWMM YHUKaJIbHbIM AN3aNHOM 06XKnroBble
TYHHEbHbIE NeYn NPUHECYT BaM NCKMIOYUTENbHDbIE NpEenMyLLeCTBa:

KomnakTHble rabapuTbl neun (3aHMMaeT MUHUMYM MeCTa Ha NpeanpuAaTAn);

MuHUManbHble pa3mepbl KaMepbl Neyn (DKOHOMKA SHeprun);

MNOTHO 3aKpbITbIi BXOA W BbIXOA Kamepbl (BHYyTpu neun nmeetca perynupyemoe AosupyoLiee
obopynoBaHue. ITO NpefoTBPALLAET MNOTEPIO rOpAYEro Bo3ayxa U3 06XKUroBon Kamepbl. Takum
06pa3om AOCTUraeTcA MEHbLUMI PACcXOA SHePTrUun 1 TONINBA);

AHanorosble, mogynbHble ropenku RIELLO ana TouHoro onpegeneHma temnepaTypbl 1 SKOHOMUN
TONNMBA;

MuHMManbHoe noTpebneHne TonaMBa B COOTBETCTBMM C  YCTAHOBNEHHBIMA  MUPOBLIMM
CTaHZapPTaMU;

MpocTtoTta B ncnonb3oBaHuu 1 obcnyxusaHun. [isuratenn BONFIGLIOLI ¢ npambim npreogom (|
ropenka, | TennoobmeHHUK, npAmon npueop 6e3 MCNoNb30BaHUA AOMONHUTENIbHLIX PEMHEN U
NOALWMNHNKOB);

3 ypOBHA NUHUIA 06XWUra, ABe NPOrpaMMbl CMELWMBAHMA BO BPeMs 00XKMra, B COOTBETCTBUUN C
MEHAOLWNMANCA YPOBHAMM;

PLC 6nok SIEMENS un ceHcopHbIli 3KpaH (no TpeboBaHuio);

ABTOMaTUYECKNI PEXUM YCTAaHOBOK;

MogknoyeHne neum K MIHTepHeTY ANna KPyrnocyTOYHOro KOHTPONA paboTbl U 06CyXnBaHUA;
YCTPOWCTBO M3rOoTOBIEHO UCKIOUMTENBbHO M3 HepKaBetowen ctanu AlSI 304L AlSI 316L n AlSI 310S.
O6xxuraemble N3genma AOCTUMAOT KOMHATHOWM TeMnepaTypbl Cpa3y Noc/e BbIxofa M3 KaMepbl neyun
1 FOTOBbI A1 YNAKOBKM.

Jleno He B LeHe, fENO B KaYeCTBEHHO BbIMOSIHEHHON paboTe.
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PRODUCTION LINE

Dry Nut Roasters

« Hot Air Roasters Tunnel Type, 100 - 1000 kg/h
« Electrical Roasters Tunnel Type, 50 - 300 kg/h
« Electrical Rotary Roasters, 50 kgr/h

+ Electrical Mini Roaster, I5 kg/h

Almond Processing Machines
» Cracking - Selecting

«+ Cracking - Sieving - Grading
« Almond Blanching Lines

« Slicing and Cubing

Hazelnut Processing Machines
» Cracking - Sieving - Grading
+ Blanching

Peanut Processing Machines
» Cracking - Sieving - Grading
« Fried peanuts production lines

Pistachio nut processing machines
+ Drying

+ Open - close pistachio separators
+ Empty shell separators

Walnut Processing Machines
+ Drying
« Cracking - Sieving - Cleaning

Mixing and stirring machines
» Mixers for liquids
« Mixers for nuts and other similar products (grains etc)

Coffee Processing Machines
+ Production lines for: Sieving - Feeding - Storing - Roasting - Mixing - Cutting

Perennial Herb Processing Machines
+ Perennial Herb Processing Machines: Cutting - Peeling - Sieving

Auxiliary equipment

« Z Type elevators

» Bucket elevators

+ Wagon elevators

« Angular and horizontal elevators
« Storing silos

All the above listed machines are made in our factory in different models and types.
Out of best quality raw materials and according to European and Russian Certification,
CE & Gost - TR (PCT) specifications, assuring their perfect and trouble free operation.
All machines manufactured by our company have 2 years year warranty.
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Dry Nuts Processing Machines
MIKROPOULOS

Mikropoulos & Co. L.P.

DRY NUTS & FOODS PROCESSING MACHINES
16th km Thessalonikis - Serron
Zip Code 57018, P.O. Box 81, Thessaloniki - Greece
Tel: +30 23940 73088, Fax: +30 23940 72963
www.xmikropoulos.com, E-mail: info@xmikropoulos.com
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